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CHOSEN VENT TECH LTD. PRODUCTS

Address: No.201-1 of 22, International Woodworking Machinery Area, Licun
Lunjiao, Shunde District, Foshan City, Guangdong, China
Production Base: 102 No.5 west of Xianchongzhongxin Road, Qiaonan Street,
Panyu District, Guangzhou, China
Tel: +86-757-27888568
Fax: +86-757-27888568
E-mail: info@ch-ventilation.com
Website: www.ch-ventilation.com

Axial Fan
Centrifugal Fan
Fan Accessories
Mist Spray Fan
HVLS Fan
Evaporative Air Cooler 0‘3’: the cBette’c
Hydroponic(Inline) Duct Fan

Exhaust Fan
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CHOSEN VENT TECH LTD. 1s a manufacturer who focus on the design and producing for
the industrial & commercial ventilators. Our ventilators be use in ventilation system
(supply or exhaust) of Building, Air-conditioning, Industrial (HVAC), Firefighting, the
commercial & industrial (HVAC) system.

We have products ranges include completed fans & fan accessories. The fans include

forward-curve & backward-curve centrifugal fans (Blowers), axial fans, misting fans. The " ~
accessories include forward-curve & backward-curve impellers, axial impellers, fan | '- N
‘.~ blades and so on. We are not only manufacture products for standard item with bulk quanti- |

- ty, but also we provide project solution and fan type selection. Custom, semi-custom,
+ OEM, ODM also our advantages.

Our engineers who with more than 20years experience in fans design, with the help of the = Y- -4
advanced processing equipments (Laser cuttings, CNC lathers & bendings, Rolling, L - |
Dynamic balance) and experienced workers, they ensure the fans with high quality. And /. ] | s o ol T
the fans be test by airway system so their technical parameters are truth & reliable. . '

Currently, our products have been exported to more than 30countries, and win trust &
affirmation of the clients.

We CHOSEN VENT TECH LTD will be your honest and reliable partner.
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AGRICULTURE

MIST FAN

Applications:

Agricultural Greenhouse, Poultry House, Flower House.

Advantages:

OIdeal mist fan for the environment which needs humidity, cooling, disinfection. Ex-

tremely atomization efficency.

(O Centrifugal misting system, no trouble of nozzle clogging, no screech.

(O Stainless steel atomizer and dynamic balance rotated disk, exact calculation for water

output, beyond 3000rpm, the misting fan makes mist particle in 10~20um.

O Motor with 100% copper, IP44, B class.

O PP body with ANTI-UV material, ANTI-Corrosion, Long lasting.

CH-280A&B

Technical Specification

Input

760W

Power(W)

Output

S00W

Electricity (V/HZ/PH)

220~240V/50HZ 110~120V/60HZ

Effective Area ()

150 o0

Water Consumption (L/H)

0~25L/H(with adjustable valve)

Water Tank Capacity (L)

2L (available for outer water supply directly)

G.W.(KG) 14.5KG
Packing CTN Size(LxWxH) 57x48x49¢cm
CNTR Loading 200pcs/20

CH-GZ280B with

swing device, Swing angle: 90°

CH-4X380

Technical Specification

Input

1200W

Power(W)

Output

780W

Electricity (V/HZ/PH)

220~240V/50HZ 110~120V/60HZ

Effective Area (')

300 mr

Water Consumption (L/H)

0~50L/H(with adjustable valve)

Water Tank Capacity (L)

4L (available for outer water supply directly)

G.W.(KG)

46K G

Packing CTN Size(LxWxH)

82.5x80.5x71.5

CNTR Loading

450pcs/20°

CH-380B

Technical Specification

Input

130W

Power(W)

Output

90W

Electricity (V/HZ/PH)

220~240V/50HZ 110~120V/60HZ

Effective Area (')

100 o

Water Consumption (L/H)

0~20L/H(with adjustable valve)

Water Tank Capacity (L)

2L (available for outer water supply directly)

G.W.(KG) 6.5KG
Packing CTN Size(LxWxH) 47%x47%x20cm
CNTR Loading 600pcs/20'

CH-380A

Technical Specification

Input

130W

Power(W)

Output

20W

Electricity (V/HZ/PH)

220~240V/50HZ 110~120V/60HZ

Effective Area (')

100 nr

Water Consumption (L/H)

0~20L/H(with adjustable valve)

Water Tank Capacity (L)

2L.(available for outer water supply directly)

G.W.(KG) 7.5KG
Packing CTN Size(LxWxH) 49%x43%29
CNTR Loading 450pcs/20'




INDUSTRIAL

MIST FAN

Applications:

Industrial: Factory, Workshop, Warehouse.

Agricultrual: Greenhouse, Poultry House, Flower House, Cow Shed, Pig House.
Civil: Party, Stadium.

Advantages:

(OIdeal mist fan for the wide-range environment which needs humidity, cool-
ing, disinfection, dust removing. Extremely atomization efficency.

@ Centrifugal misting system, no trouble of nozzle clogging, low noise.

(O Stainless steel atomizer and dynamic balance rotated disk, exact calculation
for water output, beyond 3000rpm, the misting fan makes mist particle 1n
10~20um. Motor with 100% copper, IP44.B class. Heavy duty axial fan with
8000CMH air flow, the misting can be reach over 15meters distance.

Stand Fan CH-560S-F / CH-560S-S

Technical Specification

Power(W) 600W
220~240V/50HZ/60HZ
Electricity(V/HZ/PH)
110~120V/60HZ
Effective Area( m) 300 m
A1ir Blowing Distance(m) 15m
Noice(dbA) 70

Water Consumption(L/H) 0~10L/H(with adjustable valve)

Water Tank Capacity(L) 60L
G.W.(KG) 57KG / 60K G
Packing CTN Size Fan: 67X67%X35¢cm
(LXWxH) Water Tank & Frame: 51x45x52c¢cm

CNTR Loading 70pcs/20'

Fixed model or Swing model for option,Swing angle: 90°. Remote Control for option

Product Features

O

500 Sty

Cool down

| %|% | @ @

Cooling Except odor

Dust removal Humidification

Anti-static

_’Ii;.

The Installation Diagram

Automatic protection with water shortage, power supply with leakage protection switch.

[0 [1

/

=
=
O
Yoy
2
14
1 e
5 [5
// _—/\ .
5
@ Front wheel @ Water tank @ Swing box @ Pitching regulation

@ Atomizer

@ Front grill

(7) Fan housing

Motor frame

@ Fan motor

Impeller

@ Back grill

@ Fan frame

(13) Hand push rod

Chassis base

(15) Back wheel

Switch box




INDUSTRIAL
MIST FAN

Applications:
Industrial: Factory, Workshop, Warehouse.

Agricultural: Greenhouse, Poultry House, Flower House, Cow Shed, Pig House.

Civil: Party, Stadium.

Advantages:

(WIdeal mist fan for the wide-range environment which needs humidity, cooling,

disinfection, dust removing. Extremely atomization eificency.

& Centrifugal misting system, no trouble of nozzle clogging, low noise.

(0 Stainless steel atomizer and dynamic balance rotated disk, exact calculation

for water output, beyond 3000rpm, the misting fan makes mist particle in 10~20

um. Motor with 100% copper, IP44,B class. Heavy duty axial fan with

8000CMH air flow, the misting can be reach over 15meters distance.
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Wall Fan CH-560H-H

Technical Specification
Power(W) 600W
220~240V/50HZ/60HZ

Electricity(V/HZ/PH)
110~120V/60HZ
Effective Area(m) 300 o0
Air Blowing Distance(m) 15m
Noice(dbA) 70

Water Consumption(L/H) 0~10L/H(with adjustable valve)

Water Tank Capacity(L) 41.(available for outer water supply directly)

G.W.(KG) 43KG / 46KG
Packing ?LTI;IVSiIZ{"; Fan: 68x68x55¢cm
X X

CNTR Loading 110pcs/20'

Fixed model or Swing model for option,Swing angle: 90°. Remote Control for option

Product Features

Cool down Dust removal Humidification

@

Cooling Except odor Anti-static

Automatic protection with water shortage, power supply with leakage protection switch.

The Installation Diagram
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@ Water tank @ Atomizer @ Front grill @ Fan housing

@ Swing box

(6) Motor frame

@ Impeller

Motor

(9) Back grill

Switch box




INDUSTRIAL
MIST FAN

Applications:
Industrial: Faetory, Workshop, Warehouse.

Agricultural: Greenhouse, Poultry House, Flower House, Cow Shed, Pig House.

Civil: Party, Stadium.

Advantages:

(OIdeal mist fan for the wide-range environment which needs humidity, cooling,
disinfection, dust removing. Extremely atomization efficency.

) Centrifugal misting system, no trouble of nozzle clogging, low noise.

(O Stainless steel atomizer and dynamic balance rotated disk, exact calculation
for water output, beyond 2950rpm, the misting fan makes mist particle in 10~20
um. Motor with 100% copper, IP44,B class. Heavy duty axial fan with 8500CMH
air flow, the misting can be reach 8~10meters distance.

Portable Fan CH-560P

Technical Specification

The Installation Diagram

Water Consumption(L/H)

0~20L/H(with adjustable valve)

Water Tank Capacity(L) 271
G.W.(KG) 27KG
Packing CIN Size 87.5x59x47.5¢m
(LXWXxH)

CNTR Loading

70pcs/20’

This product has only one speed control.

Product Features

5.

Cool down

Dust removal Humidification

@ @

Cooling

Anti-static

Except odor

Automatic protection with water shortage, power supply with leakage protection switch.

Electricity(V/HZ) 220V/50HZ
Input Power(W) 340W
Output Power(W) 225W ' 9
Current 1.5A
Air Flow(CMH) 8500CMH
Coverage Distance(m) 8~10m

=

0@

@ Fan housing

@ Switch

@ Angle adjustment

@ Handle bar

@ Frame

@ Water tank

@ Wheel

Impeller

(9) Front grill

Switch box

@ Fan motor

(12) Centrifugal Atomizer

@ Pump




OUTDOOR
MIST FAN

Applications:

Industrial: Factory, Workshop, Warehouse.

Agricultural: Greenhouse, Poultry House, Flower House, Cow Shed, Pig House.
Civil: Party, Stadium.

Advantages:

W Ideal mist fan for the wide-range environment which needs humidity, cool-
ing, disiniection, dust removing. Extremely atomization efficency.

O Centrifugal misting system, no trouble of nozzle clogging, low noise.
Stainless steel atomizer and dynamic balance rotated disk, exact calculation
for water output, beyond 3000rpm, the misting fan makes mist particle in
10~20um. Motor with 100% copper, IP44.B class. Heavy duty axial fan with
8000CMH air flow, the misting can be reach over 15meters distance.

Stand Fan CH-650S-H / CH-750S-H

Technical Specification
Impeller Diameter(mm) 650 750
Spray Motor 20W 130W
Electricity Fan Motor 200W 250W
Elecyricity 200V / 50HZ / 1PH
Effective Area( ) 30~50 50~80
Air Blowing Distance(m) 7~10m 8~12m
Noice(dbA) 55~68 57~70
Water Tank Capacity(L) 60L 60L
Swing Angle 90°
S Small 143 160
(m?/min) Mid 174 190
Big 220 240
Vertical or Hanging for option. Remote Control for option.

Product Features

OO

O

Culll)

T I T O R

Cool down

Dust removal

Humidification

@ @

Cooling

Except odor

Anti-static

Automatic protection with water shortage, power supply with leakage protection switch.

The Installation Diagram

(1) Humidity controller

@ Atomizer

@ Impeller

@ Waterproof Cover

@ Fan motor

Water tank

@ Fan base
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CH-310AT-H / CH-390AT-H

Technical Specification
Diameter(mm) 310 390 : : —

Electricity(V/HZ) P01 RV A -1 ) ¢/ i S S S il Sl it Saes ats RO S S Gasies A """""""""""""""""""""""""""""""""""""""""""""""""""""""
Rotate Speed(RPM) 2800~2940 2850~2940 | T~ e e S S S e e e e T S S S SN SO NP N SO SUNS SUO SO SN OO SO
Power(W) 85 130 ----------- .............................................................................................................
Applications: 15 0 1 A
. Industrial: Factory, Workshop, Warehouse. _______________________________________________________________________________________________________________

— OO Agricultural: Greenhouse, Poultry House, Flower House, I R L 4 JJJJJJJJJJJJJJJJ

5 d | FEE Cow Shed, Pig House, Cattle Farm, Mushroom. I o ] 4 _____________________

"""" Civil: Party, Stadium, playground SR SN OV (S SO SO (NS o rmci : " -~ R S

Cool down Dust removal TR T . . . | J 4 4 B 3 4 B i B
. : Advantages: 0 F B s ;o B 1 ________________________ ___________ _____ __________________________________________________________________________________________ [ N
- | O For wide-range environment which needs humidity , | & o000 IR __________________ _____________________________________________________________________________________________________________
cooling, disinfection, dust removing. Extremely atomiza- | . 0 0 b bbb _____________________________________________________________________________________________________________
| | tion efficency. | ST UOSU TUUORE AU IOURE UUE IUUN UUOR NUUNS OO W N S O IO O _____ L _______________________________________________ T O N T W SO O
Cooling Humidification ) Centrifugal misting system, no trouble of nozzle clog- | b . . SN T O T ___________ b - _____ e, ___________ bbb b | ol b e S S FON S S
ging, low notse. | S S W L b foe s oniesafosuaffs slwsa sl ....................... S - ........................................................ L S S - R S S S, R
Q _ (ODynamic balance rotated disk, exact calculation for ---------------------------------------------------------------------------------------------------------------
H 4 S water output, beyond 3000rpm, the mist particle will be _______________________________________________________________________________________________________________
. — in 10~20um. JOU 00 TN U O N O YO U (OO OO O OO W OO UL WO WO OO YOO VO OO Y UL O NN N
Except odor Anti-static (O Motor with 100% copper, IP54, B class. ---------------------------------------------------------------------------------------------------------------
() ABS material with inflaming retarding, Anti-UV. ,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,




